
Fig. 3 



Replacement Sheet 



2/10 




CUSTOMER A 

Prior Art M No L2 protocol, 

causes a LOOP 




Fa I? ' n 

ig. 5 



0) 
0) 

CO 

-p 
a 

0) 

e 

0) 

u 

(U 



O 

i?5 



■o 

CO 

_o 

CD 
CL 



Q 
CL 

m 



CD 

CD 
Q_ 



Q 
Q_ 
GO 

Q 

csi 

CD 
CO 

LU 
LU 
LU 



CD 

■o 

CD 
CD 



O 



CD 

CD 
CD 



O 
< 



CO 
CO 



■o 

CD 
CD 

a. 



Q 
CL 
OQ 



■O 
CD 

CD 
Q- 



Q 
CL 
GO 

Q 

csi 

CO 



CD 
"O 
CD 
CD 



O 



CD 
"O 
CD 
CD 



O 



CO 
O 



CO 
CD 



LO 
CO 



CO 

CO 



CO 



00 

cb 



CZ> 

oo 



CM 
CO 



oo 



Replacement Sheet 

6/10 




Fig. 9 



Replacement Sheet 



7/10 





Process the BPDU 
based on the Provider 

STP instance 
associated with the 

customer port 



S8 



Is the 



bridge listed in theN ^ Yes 
BPDU the root or 
DCB? 



No 



Modify the destination 
address. 

Append the T-BPDU 
pay load. 

Flood packet to all 
providers ports. 

Enable fast-aging if TC 
bit is set. 



Process the BPDU 
based on the Customer 
STP instance 
associated with the 
customer port 



S12 



Fig. 10 



Replacement Sheet 

8/10 



Receive T- BPDU 




Yes 



Strip the payload, 
extract required 
information. 

Pass the information to 
the program running 
the customer STP 
instance. 



Fig. 11 



Replacement 



Sheet 



9/10 



Receive A- BPDU 
at a particular 
bridge 



S40 



S42 



S44 



Is the port 
receiving the A-BPDU" 
^ defined as a customer 
port? 

No 

Is the^ 
bridge receiving 
theA-BPDU the DCBfor 
the STP of the 
packet?^ 

No^ 

S48 

Is the 
bridge MAC in the^ 
appended payload the same 
as the particular 
bridge? 



Yes 



Yes 



Flag Error. An A-BPDU 
should not be received 
on a customer port or 
on a DCB, 



S46 



Yes 



No 



S52- 



Strip the payload, 
extract required 
information. 



S62 



Forward the packet on 
all provider ports. The 
A-BPDU should not be 
forwarded to the 
customer network. 



S50 




Modify the destination 
address and transmit to 

the customer port as 
defined in the payload. 

If TC bit is set, enable 
fast aging. 




Set the port state for 
the port specified in the 
payload. 



S60 



Fig. 12 



Replacemen-t Sheet 



10/10 






206 



STORAGE 
DEVICE 



NETWORK 
INTERFACE 



Fig. 13 



